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15. SUPPLEMENTARY NOTES

A memorandum was sent on September 23, 1965, from Mr. Neal Andersen to Mr. John L. Beaton to confirm Nelson-Sherman
and Nelson-Barton telephone conversations of September 22, 1965, and September 23, 1965, regarding testing of revolving
warning lamps. Attached to the memorandum was Local Request No. 1864 of Equipment Department requesting that the revolving
lamps be tested in accordance with instructions discussed between Mr. B. Nelson and Mr. J.E. Barton.

On September 28, 1965, Section Work Order No. 39560 was set up by the Materials and Research Department. On October 26,
1965, the revolving lamps to be tested were receibed from the Equipment Department.

On November 18, 1965, Messrs. Berndt Nelson and R.L. Woolf of the Equipment Department visited the Materials and Research
Department to examine the test setup. As a result of this visit, a memorandum was sent on November 19, 1965, from Mr. Neal
Andersen to Mr. J.L. Beaton, Attention Mr. J.E. Barton, and the following test procedure was confirmed:

The lamps were to be operated:
1. For 24 hours under zero degree air temperature conditions.
2. For 24 hours under 140 degree air temperature conditions.
3. Continuously 24 hours a day for a week under vibrating conditions of 12.5 cycles per second and 0.10 inch amplitude.
No maintenance is to be done on the lamps other than replacing the bulbs as they burn out.
A log is to be kept of the replacement bulbs to each type of lamp tested. A check is desired on the rotation (revolutions per

minute of each lamp tested).
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